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FOOD CONTACT
SYFAN SHRINK FILMS comply with the requirements 
and regulations which state that materials may be used in 
food contact applications, as described in the code of Federal 
Regulations of the U.S. Food and Drug Administration 
Title 21 para. 177.1520 and in the European Regulations 
2015/174, 10/2011, 1935, 2004; directive 2002/72/EC and 
amendments 2004/1/EC, 3004/19/EC, 2005/79, EC, and 
DD ENV 1186.

SYFAN SHRINK FILMS should be stored in a cool, dry environment 
away from direct sunlight. Maximum storage temperature: 25°C / 
77°F. The above table is based on test data believed to be reliable. 
Since it is not possible to anticipate the different and varying conditions 
under which SYFAN �lms may be used, purchasers are advised to carry 
out their own tests to determine the suitability of SYFAN products for 
their speci�c purposes.

SAFETY & ENVIRONMENT
SYFAN SHRINK FILMS contain no CFC’s nor any 
residues of heavy metals. The gas generated during sealing 
of SYFAN shrink �lms is comprised of hydrocarbon 
derivatives of the pure raw material and contains no 
harmful substances, irritants, or chlorine derivatives.

SYFAN ® and SYTEC ® are registered trade marks of SYFAN SAAD Israel.

gauge 60 75

yield in2/lb 51060 40310

reel length ft (�at) 8750 7000

ft (c/f) 4375 3500

nominal thickness / microns 15 19

yield m2/kg 73 57

reel length SW/m 2650 2134

CF/m 1325 1067

SYFAN -SAAD  
has been  

ISO-certi�ed since  
June 1994.


